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LATENTO – Solar system

• Plastic tank - almost no heat losses (1,5 – 2 K / day)

• Fresh water principle for optimal hygiene  

• No legionella formation

• Latent material as „storage turbo“

• Ready to connect

• Maintenance-free and no corrosion

• Storage usable up to 85°C

• Quick loading

• Stable stratification



• Complete Solar system

• Can be combined with gas-, oil boilers, wood stoves and heat-pumps

• First solar storage tank which was awarded with the „Blue Angel“

• Solar – Keymark certified

• More than ten year‘s experience with plastic storage tanks

• Made in Germany 

LATENTO – Solar system



LATENTO XP Buffer storage tank 

LATENTO XXL Solar stratified storage tank LATENTO XW Hot water storage tank 

LATENTO XP Solar 
storage tank 

LATENTO WPS Solar 
storage tank for heat pump

Full range – 300, 500, 1000 L



High-quality tank insulation
(polyurethane) means the best 
possible efficiency

Fresh water principle – no bacterial
growth, legionella formation –
hygienically optimal

Compact design

Polypropylen storage
tank

Easy to install with the
connections arranged
close to the wall

All                           storage tanks contain:



Long-wave stainless steel
corrugated pipe:
• improved heat yield
• ready to connect
• flexible material
• flexible installation

Integrated carrying
handles

Integrated belt grooves

Possibility to install an 
electrical heating
element (3 / 9 KW)

Digital temperature and 
content display

Filling and draining device

All                           storage tanks contain:



Exchanger

Solar - heat exchanger Heating - heat exchanger Hot water - heat exchanger



XXL Solar stratified storage tank

Digital temperature and 
content display

Sensor glands for
temperature

sensor

Latent material

Hot water-heat exchanger
(blue)

Heating-heat exchanger
(red)

Solar-heat exchanger
(yellow)



Latent material

Air cushion

• Between Latent material and lid

• Adjusts the heat expansion of the water

• Additional, very effective heat insulation

• Melting point: 65°C
• 4 times more energy absorption than

water during phase change
• Prevents evaporation and condensation
• Improves the value of the insulation in the

storage tank

Latent material



LATENTO loading - solar Solar Power
Under floor heating (via LATENTO)Under floor heating (burner-

LATENTO)

LATENTO loading - burner

close
openopen

Filter

Pool heating - solar

Pool heating

Hot water

55°C

30°C40°C55°C

Low collektor
temperatures

High collector
temperatures

55°C65°C75°C85°C

85°C

All – year solar system



Solar - Fix

Accessoires – solar circle

Solar pump groups Vacuum tube collector
CPC 12 and CPC 18 

Solar bleeding valve

Solar permanent 
bleeder valve

Intermediate
solar vessel Solar – Fix 

Solar - Fix flex

Heat carrier liquid 
SOLAR 20

Solar connection set

Connection kit for
expansion vessel

Solar
expansion vessel
24 – 500 L



Accessoires – pump group

Pump group solar Solar pump with regulation

Pump group
circulation

Pump group heating with
energy-saving pump

Servo motor –
3 way mixing valve

Pump group
boiler

• insulated pump groups

• fast mounting

• energy saving



All Inclusive Regulation

Accessoires - regulation

Solar regulation XXL 3 – way valve

Thermostatic domestic water –
mixing valve

Digital thermostat
Electrical heating element

Solenoid valve

not energised, closed
not energised, open

All components fit together



Vacuum tube collector

• CPC 18 
• Number of vacuum tubes:          18
• Dimension LxHxT:   2,08 x 1,64 x 0,1m
• Gross area: 3,41 m²
• Aperture area:                             3,0 m²
• Weight:                                       54 kg
• Collector capacity:                      2,4 l
• Prevision of the output:               586 kWh/m²a

• CPC 12
• Number of vacuum tubes:         12
• Dimension LxHxT:   1,39 x 1,64 x 0,1m 
• Gross area: 2,28 m²
• Aperture area:                            2,0 m²
• Weight:                                       37 kg
• Collector capacity:                      1,6 l
• Prevision of the output:               586 kWh/m²a



Collecting Box
(Collecting-/Distributing-and U 
pipe) 

Glass tube

CPC – mirror finished metal sheets

Vacuum tube collector



Free mounting On – roof mounting

Flat – roof
mounting

Collector mounting



Impossible is nothing Wall mounting

Facade mounting ( vertical)

Collector mounting



George Hotel 
(Malta)

References



Park Hotel, Brandenburg 
(Germany)

Play Mobil (Malta)

References



Seoul (South corea)

IKEA Brisbaine
(Australia)

Melbourne
(Australia)

References



Ireland

France

References



The sun doesn ‘t send us a bill.

IVT GmbH & Co. KG



The best energy is that one, which can be saved

Underfloor heating 32°/25°

1. Insulation of the building

Domestic hot water and heating

2. 

3. 

IVT GmbH & Co. KG



Thanks for your attention ! 

IVT GmbH & Co. KG


